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CR 1200M
mm
382,5
45
222
170
100,5
77,5
224
83
35
437,5
113

inc
15,059
1,772
8,740
6,693
3,957
3,051
8,811
3,268
1,378
17,224
4,449

CR 800M
mm
308 
35 
196
130,5
80,5
62,5
198
77
30
353
87 

inc
12,126
1,378
7,717
5,138
3,169
2,461
7,795
3,03
1,181
13,898
3,425

CR 1000M
mm
350,5
35
212
130,5
80,5
62,5
214
79
30
395,5
87

inc
13,799
1,378
8,346
5,138
3,169
2,461
8,425
3,110
1,181
15,571
3,425
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CR 1600M
mm
382,5
45
222
170
100,5
77,5
224
90
42
437,5
113

inc
15,059
1,772
8,740
6,693
3,957
3,051
8,811
3,543
1,654
17,224
4,449
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Slide bearing in 
upper and lower 
cover allow 
radial forces.

Three seals 
solution in lower 
cover gives long 
life time.

Connections for 
rotation from bottom 
and side.

Two component 
painting quarantee 
high quality 
surface and good 
protection against 
rust.

Roller bearing 
allows for a 
high axial 
load.

Needle bearing in 
upper cover takes 
negative axial 
forces.

Axial end 
pressure 
unloading 
internally.

WWW.FINN-ROTOR.COM
INFO@FINN-ROTOR.COM

+358 14 417 8400

PL 96,43101 SAARIJÄRVI
FINLAND

get Your crane moving! 

Select a CR M SERIES 
when you need a superior 
performance and driving 
precision.

A light-weight and effective 
hydraulic rotators with 
unlimited rotation for
harvester use.

Choose genuine
original accessories to 
ensure smooth working. 
From the wide variety, you 
will find all necessary 
accessories.  

original accessories

CR-ROTATORS

 get Your crane moving! 

Rotation angle
Max pressure (R) [bar/psi]
Max pressure (GO) [bar/psi]
Max pressure (GC) [bar/psi]
Displacement [
Torque [Nm/lbf ft]
Max axial load static [kN/lbf]

Max axial load dynamic [kN/lbf]

Weight [kg/lb] 
            
Connections
Req. oil flow [lpm/gpm]

CR 800M
Unlimited
250
300
300
670
2000
80
-40
40
-20
48

G1/2”
25

3625
4350
4350
40,9
1475
17985
-8992
8992
-4496
105,6

G1/2”
6,6 

3625
4350
4350
49
1991
22481
-17985
11241
-8992
134,2

G1/2”
6,6 

CR 1000M
Unlimited
250
300
300
810 
2700
100
-80
50
-40
61

G1/2”
25

3625
4350
4350
57
2139
26977
-20233
13489
-10116
160,6

G1/2”
6,6 

CR 1200M
Unlimited
250
300
300
949
2900
120
-90
60
-45
73

G1/2”
25

cm3 in3/     ]

3625
4350
4350
77,2
2655
35970
-20233
17985
-10116
165

G1/2”
9,2 

CR 1600M
Unlimited
250
300
300
1265
3600
160
-90
80
-45
75

G1/2”
35

Alternative connection
for rotation from
upper cover
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High volume with 
multi-stator 
construction 
gives a good 
effiency.
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